Instructions 


1, First ascertain the speed of the film being used. If it 
is, for example, Ferrania Pan 32°, Ilford HP3 or Kodak 
Super XX, it is class F. If it is, for example, Ferrania 
Ortho, Selochrome or Verichrome, it is class E, Your 
dealer can tell you the speed of the film you are using in 
terms of either the B.S,, ASA, Weston or Scheiner scales, 
and the letter class equivalent is shown on the meter. 
2. Look through the meter pointing it at the subject to be 
taken whilst bias it so that the red spot end is on the 
left. The distance from the eye should be the normal 
reading distance, that is about 12—18 inches. You wil! 
see through the slot the figures 1, 2, 3 and so on up to 6. 
Just how far up the scale you can see indicates the in- 
tensity of the eat. Take the highest figure you can just 
see as being the light reading. 
Note. The oe takes time to accommodate itself. Therefore 
you should not attempt a reading immediately after 
going out into bright sun light, or contrariwise on coming 
indoors from bright sun light. Allow 5 minutes. 
3. Lighting conditions are indicated in the coloured 
diagrams. Rotate the transparent celluloid band unti! 
the class of film you are using and the light reading fall 
over the diagram representing the light conditions ob- 
taining. The lens apertures and appropriate exposure 
speeds are then indicated on the lower scales. 
Example ; Film Ferrania Pan 32° Scheiner 
= Class F 
Highest Fig.read 4 
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Rotate the celluloid band until F/4 falls on the gold and 
green diagram and you will see that ; 
Lens aperture f/5.6 is opposite shutter speed 1/500, and 
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and so on. 
These are your alternative exposure speeds for the light 
conditions obtaining. 


